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SAK Series, Accessories
AP KDKS1

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Type AP KDKS1
Order No. 9503330000
Version SAK Series, Accessories, End plate, 1.5 mm,

Beige, Direct mounting
GTIN (EAN) 4008190124212
Qty. 20 pc(s).
 

 

 

Apart from a few exceptions, the last terminal in a
terminal strip must be closed off with an AP end plate.
End plates must also be used within a terminal strip when
it makes use of terminals of different sizes .
The overall dimensions of the end plates match the
external dimensions of the associated terminal. The end
plate is held in place by the end bracket.

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=9503330000
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Dimensions and weights
 
Length 73.5 mm   Width 1.5 mm
Height 40.75 mm   Net weight 3.65 g
 

Temperatures
 
Operating temperature   Storage temperature
Continuous operating temp., min. -50 °C   Continuous operating temp., max. 100 °C
 

Additional technical data
 
Installation advice Direct mounting   Type of mounting Plugged
Version End plate    
 

Material data
 
Material Polyamide 66   Colour Beige
UL 94 flammability rating V-2    
 

System specifications
 
Product family SAK Series, Accessories    
 

Classifications
 
ETIM 3.0 EC000886   UNSPSC 30-21-18-27
eClass 5.1 27-14-11-33   eClass 6.2 27-14-11-33
eClass 7.1 27-14-11-33    
 

Approvals
 
Approvals

ROHS Conform
 


